104 ATTENZIONE - ATTENTION - ACHTUNG

-Su macchine PUMA 280. PUMA TT1500-TT1800-TT2100 serie
non arriva in ceniro mandrino.

-0n machines PUMA 280. PUMA TT1500-TT1800-TT2100 series
tool does not get to the centre of the spindle axis.

-Auf Maschinen PUMA 280. PUMA TT1500-TT1800-TT2100 serie
erreicht das Werkzeug nicht die Mitte der Werkzeug-Achse.
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Reversibile lato

Mandrino Coppia Max |Mandrino/confromandrino |, nriticazione int. [Lubrificazione est. CHIAVI INCLUSE
Cod. MT Spindle | IRPM | Max Torque spif.‘éf?;"ibee %'n':l(::%lare Coolant through Ext. coolant Keys included
Spindel Max Drehmoment |5P Spindelseite/ Innenkuehlung Aussenkuehlung Schluessel inbegriffen

Gegenspindelseite
DW00660120 | ERA20 11 | 6000 30Nm X - X (HUB22 | CHUB36 | CHTAER20ZC |CHESLO7
DwW 00660220 | ERA20 11 | 6000 30Nm X P=70bar X (HUB22 | CHUB36 | CHTAER20ZC |CHESLO7

DOOSAN BMT 55 MT. s

ANTI
MOD: PUMA 230-24L0M/MS-280LM - PUMA 1500-2000-2500M/MS/Y/SY - LINX 300 M - PUMA 2100 12ST. - PUMA 2600 16ST. via Casino Albini 480
PUMA_TT1500-1800-2100MS/SY/SYY - TL2000-2500 (M) - PUMA GT2100-2600 M _- PUMA H250TM - PUMA OL200HM Tel. 0541/95603-95786
MODULO MOTORIZZATO ORIENTABILE £90° H=47,5mm ax_054 b
A . 47842 S. GIOVANNI IN M. (RN)
+90° adjustable angle driven tool H=47,5mm
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e-mail: mimaemtmarchetti.com
[Angetriebenes Werkzeug schwenkbar +90° H=47.5mm hitp://www.mimarchetti.com | PAGINA DW 0335-2-00
Subject to change without notice.
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